
INTERIOR  

RADIATA PINE  

FINGER JOINTED S4S  

 

Radiata Pine from Chile is renowned for its 

strength, durability, and versatility, making it 

an ideal choice for various construction 

and woodworking projects. Its fine grain, 

smooth texture, and excellent workability 

set it apart, providing superior finish quality.  

FEATURES & USES: 

 Knot free, clear radiata pine 

 Easy to fasten (unlike hardwoods) 

 Durable 

 Factory primed - 2 coat acrylic 

 Sustainably sourced 

 5 year ltd. warranty 

 Window & door trims 

 Decorative mouldings 

 Furniture 

 Interior millwork 

 

STOCK PROFILES AVAILABLE: 

 1x4, 1x6, 1x8, 1x12 (16’) 

 5/4x4, 5/4x6, 5/4x8, 5/4x12 (16’) 

 1x4-16’ edge & center bead 

 1x6 & 1x8 ship/nickel gap (16’) 

 Inquire for other profile availability 

tsfpi.com 

061025 



EXTERIOR  

TREATED RADIATA PINE  

FINGER JOINTED S1S2E 

 

 

Radiata Pine from Chile is renowned for its 

strength, durability, and versatility, making it 

an ideal choice for various construction 

projects. The Sillbor treatment makes it an 

excellent product for exterior applications.  

FEATURES & USES: 

 Knot free, clear radiata pine 

 Easy to fasten 

 Reversible - rough/smooth 

 Treated with Sillbor RTU PLUS (to the core) 

 Resistant to insect attack and  

fungal decay 

 No smell from treatment 

 30 year ltd. warranty 

 No re-treatment req. for end cuts  

or nail holes 

 Factory primed - 2 coats acrylic 

 Window & door trims 

 

STOCK PROFILES AVAILABLE: 

 1x4, 1x6, 1x8, 1x10 & 1x12 (16’) 

 5/4x4, 5/4x6, 5/4x8, 5/4x10, 5/4x12 (16’) 

 Inquire for other profile availability 

tsfpi.com 


